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USB Electronlc evaluatlon unit for the iy
Port 8 LightDrop-Weight Tester HMP LFG to

— . de ermlne the bearing capamty and
, - the compactlon quallty of soils and =
GPS Connection non- ?ﬁeswe subfbases agcording to
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Printer Connection
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unbeatably easy to use, small,
portable and precise
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New

- extra large illuminated display
simplest operation

- menu navigation as a mobile phone
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- displaying the measuring curve during measurement
- signal tone when ready for usage

- USB interface for comfortable data transfer

- USB stick including application video

- more than 1000 tests with one battery charge (4xR6)

Data are .
< easily transferable > ' Certain as usual
to USB

very robust and splashproof

pau GmbH
Magdeburger "’“",gtf?,t-_fgt 2614666

t‘
Senvic greew hmp- -online. com

2 years of HMP guarantee, inclusive

competent all-round service
certified production acc. to DIN EN ISO 9001:2008
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1 | Curve data 1
HMP LFGpro 7029 (| yeasurement .
. 12.03.2010
| Measuring
" $1=0.39mm Vv1=149
Measured dat| s2=0.40mm v2-154
. $3=0.39mm Vv3=150
2lsetting
W
E Sm= 0.390m S/v=2.58ms
=, Evd= 57,69MN
o
§ Intuitive menu navigation:
c_’&‘ - choose, confirm, ready!
§' Charge state 6,02| S
[hwp LFGpro 7029 N [ e LrGpro 7020
EE o —
| . |Date VRS MN/m?|
De\.,-l e Time Graphics OFF
Printer Language calib.date  OFF
back Contrast back
Illumination - .
back L | Individual adjustment
possibilities
.Nr‘ Dat /_ EVd Simple and fast selection of the stored
2 12.03./09:40 56.3 measurements without cumbersome searching
g o
5 15.03./08:52  57.0
6 16.03./12:54 55.5
7 16.03./13:07 55.1
a2
+03. PP 44 S . Dat il
10 16.03.7/13:27  53.3 A ) _
Measurement 011-020 ® transferable to USB stick
£ || Measurement 021-030 :
s || back
%

HMP - leading in innovation and precision

Y ' Magdebur | B tf I: | info@h line.d ~
» g ger equest for proposal: | info@hmp.online.de B viade R e .
Priifgeratebau GmbH | +49(0)391 2514666 www.hmp-online.com B b | S

authorized by the Federal
Germany Highway Research Institute



Determination of soil bearing
capacity and compaction quality
of soils and non-cohesive subbases

Conforming to the Engineering Code for Soil and Rock in Road Construction
TP BF-StB Part B 8.3 Part 2003
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k) ' BUILDING CALLS FOR TESTING!
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HMP-LFG - The easy wa

Use

The dynamic plate load test employing the Light Drop-Weight Tester
is used to determine the soil bearing capacity and compaction quality
of soils and non-cohesive subbases, as well as for soil improvement
applications. Built-in soil layers can easily be tested without load
abutment, facilitating quick assessments of test lots even under
limited space conditions. The test method is suited for coarse-grain
and mixed grain soils having a maximum grain size of 63mm and can
be used to determine the dynamic modulus of deformation of soil in
therange Evd = 15..70 MN/m2,

by s ) 4
e .{Jn neAAONAL
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Applications
# Road and railway construction, eéﬂh-moving

# Quality assurance in canal construction

#® Compaction monitoring in pipe trenches and cable ducts
# Testing of pavement bedding

@ Testing of foundation backiill

® Quality inspectionin boreholes

@ Testing of modulus of deformation in line with soil exploration

Tradition HMP LFG e

1980 - Development and production for more than 25 years.

Intra-company monitoring

Being easy to handle and providing immediate measuring
results, the HMP Light Drop-Weight Tester is especially suited for
monitoring intra-company operations. It facilitates quick decisions
for continuing construction work at the site.

Advantages

Al AL

Fast and cost-saving

@ Time-saving (maximum 3 minutes per measuring point)
@ No vehicle required

# Immediate on-site evaluation of test results

Easy to handle

® Low tester weight, small components, human-engineered
# Easy to operate and carry by one person

® Testing in difficult-to-reach locations

Reliable and precise

@ Calibrated by approved calibration institute

# Complies with the latest state-of-the-art technology

@ Field tested, successful in use throughout the world

Over 25 years of development, improvement and manufacture by
HMP using the most sophisticated and advanced technologies
guarantee best reliability and accuracy of the device.

Applicable codes

(ZTVE-StB 94) German additional terms of contract and rules
for earthwork in road construction

(ZTVT-StB 95) German additional terms of contract and rules
for sub-bases in earthwork.

(ZTVA-StB 97) German additional terms of contract and rules
for excavation in traffic access.

(NGT 39) German rules for using the Light Drop Weight

Tester in railway construction.










